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QUESTION: 1
What are two valid actions that can be applied to a frame by a Layer 2 firewall
filter? (Choose two)

A. Log
B. loss-priority
C. sample
D. count

Answer: B, D

Explanation:
The correct answers are B, D.
Reference:
You can specify the following filter actions:
* accept
* count counter-name
* discard
* dscp code-point (family inet only)
* forwarding-class class-name
* ipsec-sa ipsec-sa (family inet only)
* load-balance group-name (family inet only)
* log (family inet and inet6 only)
* logical-system logical-system-name (family inet and inet6 only)
* loss-priority (high | medium-high | medium-low | low)
* next term
* next-hop-group group-name (family inet only)
* policer policer-name
* port-mirror (family bridge, ccc, inet, inet6, and vpls only)
* prefix-action action-name (family inet only)
* reject <message-type> (family inet and inet6 only)
* routing-instance routing-instance-name (family inet and inet6 only)
* sample (family inet, inet6, and mpls only)
* service-accounting (service filters and family inet or inet6 only)
* service-filter-hit (service filters and family inet or inet6 only)
* syslog (family inet and inet6 only)
* three-color-policer policer-name
* topology topology-name (family inet and inet6 only)
* traffic-class code-point (family inet6) only

QUESTION: 2
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Which two statements describe differences between IPv4 and IPv6? (Choose two)

A. IPsec is built into IPv6
B. IPv6 uses a 32-bit (4-byte) address and can support up to 4,294,967,296
addresses
C. IPv4 supports extension headers whereas IPv6 options are integrated into the
base
D. IPv6 eliminates the need for NAT

Answer: A, D

QUESTION: 3
You must configure an OSPF area that does not accept type 3 link-state
advertisements (LSAs) from area 0 (other than the default route) You have
configured your area to be stub, but you still see type 3 LSAs. What will account
for this behavior?

A. You should have configured your area as totally stubby
B. You should have used a not-so-stubby-area
C. You are experiencing a routing loop
D. You have exported routes into OSPF

Answer: A

QUESTION: 4
You have configured an IP-IP tunnel between Router A and Router B Which Junos
operational mode command is used to verify that the tunnel interface is up and
operational?

A. show chassis tunnel status
B. show tunnel interface
C. show interfaces terse
D. show interfaces tunnel

Answer: C

QUESTION: 5
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Which IS-IS packet is used to determine the level of an IS-IS neighbor?

A. IIH
B. LSP
C. PSNP
D. CSNP

Answer: A

QUESTION: 6
Router A is an OSPF router connected to both Area 0 and Area 1 Area 1 has been
configured as a stub area Which two LSA types does Router A suppress from Area
1?

A. Router LSA
B. External LSA
C. Summary LSA
D. ASBR Summary LSA

Answer: A

QUESTION: 7
You are logged into a router and have navigated to the (edit routing-options] level
of the hierarchy. You have been asked to create a static route that will use
10.10.10.1 as its primary next-hop and 10.10.10.5 as its secondary next-hop. Which
command correctly configures this scenario?

A. set static route 8/8 10.10.10.1 qualified-next-hop 10.10.10.5 pref 10
B. set static route 8/8 next-hop 10.10.10.1 secondary-next-hop 10.10.10.5
preference 10
C. set static route 8/8 next-hop 10.10.10.1 qualified-next-hop 10.10.10.5 preference
10
D. set static route 8/8 next-hop [10.10.10.1 10.10.10.5] pref 10

Answer: C

QUESTION: 8
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Which Junos operational mode command is used to verify that load
balancing is working as expected?

A. show route all
B. show route extensive
C. show route balancing
D. show route forwarding-table

Answer: D

QUESTION: 9
Click the Exhibit button

Based on the illustration of the VPLS topology shown in the exhibit, which
statement is true?

A. PE-C must have a spanning-tree protocol enabled
B. CE-C must have BGP enabled
C. Traffic forwarded from PE-C to PE-A is forwarded on to PE-B
D. Traffic forwarded from PE-C to PE-A is not forwarded on to PE-B

Answer: D

QUESTION: 10
Which two values displayed in the output from the show spanning-tree
MSTP configuration command must match on all switches participating in the
same MSTP region? (Choose two)

5

http://www.ipass4sure.com

**** END OF DEMO ****
Visit website for full and updated version

**** END OF DEMO ****

Pass4sure Certification Exam Features;
-

Pass4sure offers over 4500 Certification exams for professionals.
More than 98,800 Satisfied Customers Worldwide.
Average 99.8% Success Rate.
Over 150 Global Certification Vendors Covered.
Services of Professional & Certified Experts available via support.
Free 90 days updates to match real exam scenarios.
Instant Download Access! No Setup required.
Price as low as $19, which is 80% more cost effective than others.
Verified answers researched by industry experts.
Study Material updated on regular basis.
Questions / Answers are downloadable in PDF format.
Mobile Device Supported (Android, iPhone, iPod, iPad)
No authorization code required to open exam.
Portable anywhere.
Guaranteed Success.
Fast, helpful support 24x7.

View list of All certification exams offered;
http://www.ipass4sure.com/allexams.asp
View list of All Study Guides (SG);
http://www.ipass4sure.com/study-guides.asp
View list of All Audio Exams (AE);
http://www.ipass4sure.com/audio-exams.asp
Download Any Certication Exam DEMO.
http://www.ipass4sure.com/samples.asp
To purchase Full version of exam click below;
http://www.ipass4sure.com/allexams.asp
3COM
CompTIA
Filemaker
ADOBE
ComputerAssociates Fortinet
APC
CWNP
Foundry
Apple
DELL
Fujitsu
BEA
ECCouncil
GuidanceSoftware
BICSI
EMC
HDI
CheckPoint Enterasys
Hitachi
Cisco
ExamExpress
HP
Citrix
Exin
Huawei
CIW
ExtremeNetworks
Hyperion
and many others.. See complete list Here

IBM
IISFA
Intel
ISACA
ISC2
ISEB
ISM
Juniper
Legato
Lotus

LPI
McAfee
McData
Microsoft
Mile2
NetworkAppliance
Network-General
Nokia
Nortel
Novell

OMG
Oracle
PMI
Polycom
RedHat
Sair
SASInstitute
SCP
See-Beyond
Google

Sun
Sybase
Symantec
TeraData
TIA
Tibco
TruSecure
Veritas
Vmware

